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OPERATING INSTRUCTIONS

With the purchase of this new hand-operated cylindrical brush sweeping machine you have acquired a device with a
particular high operating efficiency. By means of the carefully arranged cylindrical brush system you can not only sweep
small parts, but generally everything which the front cover allows to pass through, i.e., leaves, metal parts, stones, gravel
- even plastic cups, as well as dust, paper, and sand. The hopper is filled from above so that it’s volume is 100%
available. You will appreciate this especially when sweeping bulky litters, for example leaves.
Considering it's versatile use you should, however, bear in mind, that this hand sweeping machine is designed to be used
only on flat paved surfaces/floors of all kinds. It is not a lawn sweeper or a device intended for the cleaning of
staircases.
Prior to putting the sweeping machine into operation you are requested to read these Operating Instructions as well as the, 
Safety Recommendations and keep them available so that you can look them up later, if necessary.

Safety Instructions

The hand sweeping machine is not suited to sweep combustible, explosive, toxic, carcinogenic or dangerous to health
substances and materials,
Do not sweep burning or glowing objects, such as for example cigarettes, matches or similar items.
If you remove glass, metal or other materials out of the hopper use strong gloves in order to avoid injuries.
The hopper should be emptied each time the sweeping machine has been used. The sweeping machine is not designed
to be used with liquids.
Do not use the sweeping machine near heat sources (fire, radiators, fan heaters, or other heat dissipating devices).
Use only original accessories and spare parts.

Assembly

Lift the machine out of the cardboard; then put the U-shaped handle upright and slide it downwards in the direction to the
front until it stops. (Fig. 1). The two fastening grips have to be fingertight fastened.
The side  broom brush has been removed for transport. It has to be inserted from below into the snap device provided on 
the side broom arm (Fig. 2).

Adjustment

The hand sweeping machine has been adjusted in the factory to be used on smooth flat floors. Some adjustments may
be necessary to bring the side broom into it's working position. This is done by turning the adjusting knob. The lower
position of all brushes should be adjusted in such a way that the brushes touch the floor with a slight pressure.
In order to readjust the position of the main cylindrical sweeping brushes whether subsequent to wear or for the use on
uneven floors, adjust the snap-in pin (Fig. 3) located at the side of the machine, lift it slightly and move it into the desired
direction s, i.e., with bar symbols getting stronger, the position of the roller is lowered.
Be sure that the adjustment you made on one side is repeated on the other side so that the brush is in a straight
position in the machine.
To readjust the side broom turn the turning handle above the brush to the left or to the right (Fig. 4).



Handling

The performance and capacity of the machine are based on the number of revolutions made by the main brush.
You will notice very quickly that your new sweeping machine is very easy to handle. Corners and edges can be swept
Cleanly with the side broom. The two sweeping rollers in the machine will pick up all dirt you will come across.
Because of a special arrangement of the support front rollers, the two side brooms and the sweeping roller are
automatically slightly lifted above the floor with backward movements so that unnecessary formation of dust is avoided.
As soon as the sweeping machine is pushed forward all brushes are automatically lowered to the preselected working
position. 

Emptying

When the hopper is full simply lift out and empty it. Lateral discharge is best (Fig. 5).

After the Use

We recommend after each use of the machine, lifting the side broom as described in (Fig. 4). This will protect the
bristles. The good cleaning capacity is thereby maintained as well as the working life of the bristles.
When the machine is no longer in use, it is desirable to park it with the U-Shaped handle folded down. To do so loosen
the two screwed grips slightly and draw the handle opposite to the normal pushing direction upwards. Now the handle can
be folded down either to the front or to the rear of the machine. Parked in an up position (with the wheels towards the
wall) the machine will be ready for work at any time (Fig. 6).

Maintenance

This machine is designed for maintenance-free use. All bearings are dust proof. To clean the machine a dry sweeping off
will usually do. All parts are weather proof. It is not recommended to clean the machine with a high-pressure water jet.

Cylindrical Brush Replacement

The cylindrical brushes are designed according to the dual brush principle so that only one of the two brush rollers is in
contact with the surface area and therefore exposed to wear and tear. The front brush within the machine will therefore
keep it’s original size and can be used as replacement brush for the rear brush. To replace the brush tilt the machine
upside down on a suitable support. Unscrew the two height adjustment hand grips and remove them (Fig. 7). Remove
the two bearings, brush and driving pieces at the side and place them on the new brush (Attention: Do not mistake the
right side for the left one). The brush can now be assembled in the reverse order as described for the disassembly and
adjusted to the required working height on both sides.

Side-Broom Replacement

It is advisable to bring the machine in the upside down position. Use two fingers to press the snap pin in the center of the
brush part inwards (Fig. 8). Now you can remove the bristle part from the side broom and exchange it. Attention: The
central axle does not need to be unscrewed. No tools are required to exchange the side broom.

For Special Consideration

You should remove strings, wires, packing straps and similar long parts from the floor and not sweep them with the
sweeping machine. Trouble and a considerable reduction of the sweeping capacity would be the result if, for example, a
string wraps itself around the brushes and ties up the bristles or prevents the entire operation of the machine. This can
occur with all sweeping machines regardless of their design.




















